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Precautions 





WARNING! 


Risk of electric shock 
Dangerous voltage inside 





Please follow these precautions: 


1.To prevent fire or shock hazard, do not expose the unit and power adapter to rain or 
moisture. 

2.To prevent electrical shock, do not open the cabinet. Refer to qualified personnel for 
service only. 

3.Do not use the unit continuously for more than 24 hours with camera auto focus on. It 
may cause damage to the camera lens. 

4.Be careful not to spill water or other liquids onto the unit, or allow combustible or metallic 
objects to get inside the cabinet. 

5.Unplug the AC power cord from the wall outlet when it is not in use for an extended period of 
time. 

6.Clean cabinet with a soft cloth lightly moistened with a mild detergent. 

7.Clean lens carefully with an air spray or soft dry cloth to avoid scratching. 

8.Do not use accessory power adapter and power cord to other equipment, they are 
special for this product. 

9.Avoid interchanging arm lights and back light frequently. 

10.Remove the camera lens cap before power the unit on. 

11.To prevent injury, do not put your hand between Lamp Arm and Camera Arm. 
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Understand the Visualizer 


Knowing the parts 
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Arm Lamp Brightness Control 


Arm Lamp 

Zoom In/Zoom Out 
Camera Head 

IR Receive Area 
fal Built-in Mic 

SD Card Slot 
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E Work Stage 

EJ Pilot Light 
Control Panel 
LCD 

Anti-theft Slot 
Connection Panel 
Camera Stand 


Control Panel 





Button Operation Instruction 





E&Y Ey 


Source Mirror Rotate 


I Power on Visualizer (Press and hold 3 seconds to turn off). 


Capture a still image and save in RAM or SD Card (Default). 
Record a video clip and save in SD Card ( Press it again to stop recording). 
Power on Projector (Press and hold 3 seconds to turn off). 
Re-display stored images and videos. 

Freeze the image (Press again to unfreeze). 

Select Projector output signal. 

Select Visualizer output signal. 

Flip the current image (Press again to normal). 

Rotation the image 0°, 90°, 180°, 270°. 

To show or hide the tool bar. 

To auto adjust brightness, auto white balance and auto focus. 
Move the cursor Left/Focus far. 

Move the cursor Right/Focus near. 

Move the cursor Up. 


Move the cursor Down. 


Switch between XGA, SXGA, WXGA, 720P and 1080P. 


O 
O 
5 
= 
4 
3 
a 
O 
= 


Control the arm lamp and back lamp on/off. 
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Remote Control 





Power on Visualizer (Press 
and hold 3 seconds to turn 
off) 


Move the image up 
Move the image down 


Rotation the image 
0°,90°,180°,270° 


Power on Projector (Press 


o and hold 3 seconds to turn 


To auto adjust brightness, 


auto white balance and 


ao auto focus 
signal 
Capture a still image and 


O) 
off) 
Select Projector output 
E-E Switch between 


XGA,SXGA,WXGA,720P and 


save in RAM or SD Card 
(Default) 


To show or hide the tool bar 


Record a video clip and 
save in SD Card ( Press 
again to stop recording) 


Setting Source 


Freeze the image (Press 
again to unfreeze) 


Re 


Re-display stored images 
and videos 

Fn Increase the arm lamp 

' brightness 

Decrease the arm lamp 
brightness 

y \ Control the arm lamp and 

“iN back lamp on/off 


Flip the current image 
(Press again to normal) 
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Playback 
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Lamp 
Flip 
MN 
Rotate 
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Resolution 
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Source 





Basic Preparations 





Set up Visualizer 


1.Place one hand firmly on the base of the Visualizer, while carefully lifting up the 


camera stand using the other hand. 
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Making Connections 





Before making any connection, please ensure that the Visualizer along with all other 
equipment to be connected are turned off. 


© System diagram 


ei eee => e | 


















































© Connect power source 


Plug in the power adapter to the device DC 12V IN power socket first and then connect 
the AC power cord to a stand 100V~240V AC power source. 


(48 (E= S & (B® 66600 © CHD © 





























. The type of power adapter is depending on your countries/regions. 
. Be Sure to use the power adapter come with the machine. 

. No wet hands to touch the plug. 

. Be sure to plug the power adapter and AC cord in place. 
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© Connect to a projector 


Connect the HDMI OUT 2 port to the projector's HDMI IN port using the HDMI cable. 
You can also control a projector using the controls on the Visualizer by connecting the 
projector to the Visualizer using a 6Pins—9Pins RS232 cable. 
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Note: 1.You can also connect the VGA OUT port to the projector's RGB IN port using the 
RGB cable. 


2.The HDMI OUT 1 always output HDMI IN 1 signal. 





© Connect to a desktop computer 
Mode 1: Connect VGA cable and audio cable 
1. Use VGA cable to connect VGA IN port on the Visualizer to the VGA OUT port on 


the computer. 


2. Use Audio cable to connect AUDIO IN port on the Visualizer to the AUDIO OUT port 
on the computer. 


3. Use Audio cable to connect AUDIO OUT port on the Visualizer to the amplifier. 




































































‘AUDIO 
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Mode 2: Connect HDMI cable 
Use HDMI cable to connect HDMI IN1/ HDMI IN2 port on the Visualizer to the HDMI 


OUT port on the computer. 


Selan S = C882 ooo — Che © 


T 















































Note: The signal HDMI IN1 just pass through out from HDMI OUT1. 








© Connect USB 
A USB connection enables the computer to capture still images and video streams 
from the Visualizer. Special software is required for this operation. 


Press MENU ( B) button — select " £03 " icon — select "System". Choose "UMS" to 
connect mass storage. Choose "UVC" to be as a PC-Cam. 


AJOON 
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-10- 


Downloaded from www.Manualslib.com manuals search engine 


© Connect a Wireless Tablet(Option) 
All function on the tool bar can be operated by using a Wireless Tablet. 
Connect a Wireless Tablet to the mouse port. 


Cee) 5 5 689666050 — Ces © 


Note: 1. If you use the Wireless Tablet the first time, be sure to put batteries into the 
Tablet and Pen. 


2. You can also connect a mouse to this port, but not all brand of mouse is 
supported. 





© Connect VIDEO OUT 


1.To display images, you can use VIDEO cable (yellow) to connect to the VIDEO IN on 
your television. 


2. Press MENU (B) button —> select" $53 "icon — select "System". Choose "PAL" or 
"NTSC". 











Note:When the Visualizer output mode is setted to PAL/NTSC, only VIDEO OUT 
port can output camera signal. 


-11- 


Downloaded from www.Manualslib.com manuals search engine 


© Connect to an external microphone 


Plug a 3.5mm mono microphone to MIC IN port on the product. 


JAk SD — aoo SDS — Che © 
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Menu Operating Instructions 


© Operation the Visualizer by tool bar 





1.Use remote control or button on the control panel ( B )to bring up tool bar. 
2.Use left and right arrow button (€or >) as the selection keys. 

3.Use confirm button ( OK ) to confirm. 

4.Use backspace (>) to return to the previous menu. 

5.Use home icon ( Q) to return to the main tool bar. 


© Setting the Visualizer 


1.Select setting icon ( $3 ) on the tool bar. 
2.Use confirm button ( OK ) to enter setting dialog box. 


3.Use up and down button ( A or w ) to select. 
4.Use left and right keys (€or >) as the adjust button. 
5.Use confirm button ( OK )to save the new settings. 


6.Press setting icon ( $63 ) again to close setting dialog box. 


a £ G 


= je pje p lo 
= je p fe H {e 
=e pee 





Parts of the function on the tool bar need a Wireless Tablet to operate, please 
A operate according to the screen tips. 
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Basic Operation 





© PAL/NTSC video outputs 
You can set PAL or NTSC mode in the setting dialog box. 


© Working on the stage 


1.Place your material on the platform. 
2.Select the enlargement required using the "zoom |In/zoom out" knob. 





3.Adjust the focus using the "AUTO" button. 


© Working outside the stage 


If the object is too large for the stage or if you would like to show it from one of its side, 
or a different angel, just place the object behind or in front of the unit and manually tilt 
the camera head (remove the close-up lens prior to titling the camera head). 


Rotate 330 degrees vertically 
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@ Light 


Each time you press the "LAMP" button, the lighting changes occur as demonstrated. 


The arm lamp turn on 


Y 


The back lamp turn on 


Y 


All the lamp turn off 


Use arm lamp brightness 
control knob to adjust 
brightness. 





@® Working with negatives 


The Visualizer is automatically set to display normal materials on the screen when the 
power is on. To display negatives, turn on the backlight by pressing the "LAMP" button, 
and then press the "Negative" icon to display the film negatives. Press the "Negative" 
icon again to display normal materials in the color mode. 


K s 





Positive Negative 


@ Focusing 


When the Visualizer is turned on, the focus automatically adjusts to the stage, only 3D 
objects require a focus adjustment, press the "AUTO" button to auto focus. 
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@® Freezing image 
To show a still image on the screen, when the output signal is from Camera, press the 


" He "button. The frozen image can't be adjusted (Zoom in/out,color adjustment, etc.). 


@® Brightness adjustment 


If the image effect is not satisfactory, you can adjust the brightness to get a better image 
effect. Use the "Setting dialog box" to adjust the brightness. 


© White balance adjustment 
Each time the lighting condition changes,the user should adjust the white balance of the 
camera. Press the "AUTO" button to adjust the white balance automatically. 

© Auto adjustment 


One of the Visualizer's special functions is auto adjustment. Press the "AUTO" button to 
auto adjust the white balance and the focus. 


@® Text/image mode 


Press the" "icon to switch between image/text modes. To display a text file, switch to 
the text mode to get a clearer text effect. 


© Color and B&W mode switch 


Press” w, " icon once to enter the Black & White mode; press again to return to the Color 
mode. 


© HDMI/VGA/CAM inputs 


Press the" D " button to switch between HDMI, VGA and Camera signals. Each time 


the " D "button is pressed, it provides seamless transitions among different sources 
such as Camera, VGA (IN), and HDMI (IN). 


Notes: HDMI1 OUT always outputs HDMI 1 IN signal. 


@® Projector on/stand by 


Press the "POWER" button to turn on the Visualizer's power and press the "PROJECTOR 
POWER" button to turn the projector power on. To place the projector on standby after the 
use, press the "PROJECTOR POWER" button and hold for more than 3 seconds. 
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@ Projector inputs selection 
When the projector is connected to several input sources, use the PROJECTOR Source 


" a>" button to switch between projector signal inputs. 


@® image rotation 


In order to rotate the image, press the " Aw "button once,the displayed image will be rotated 
clockwise. Continue to press the " Aw " button to restore the image to its initial position. 


© Image reversion 


To display a vertically/horizontal mirrored image, press the " ÍN " button. Press the " AIN" 
button again to normal image. 


© Infrared remote control 


The Visualizer's remote control can control the camera from different angels. 

Please note that an infrared remote control can only be used up to a certain distance to the unit. 
Objects situated between the Visualizer and the infrared remote control and a weak battery 
may interfere with the reception. 


@ Installing Visualizer software 


This function is to snap and display images with the USB interface, which includes displaying 
static and dynamic pictures, Snapping dynamic images and playback the dynamic images with 
the Windows Media Player or its own player. 

A.lnsert the CD-ROM that comes with the Visualizer into the CD-ROM drive. If Autorun is 
enabled on your system, then the Software Setup window will be displayed automatically as 
below. 

If it does not start automatically after inserting the CD-ROM, Click 28 [My Computer], and 
double click (the CD-ROM drive letter might be different in different computer systems), and 
then the above screen will appear immediately. 

B.Click the Install Capture Program file to install the program that captures images in the MP4 
or JPG format. 

C.Click the Install Code—Writing Program file to install Code-Writing Program. 

D.Shut down your computer when prompted in order for the changes to take effect. 

E.Use the USB2.0 cable provided to connect your computer to the Visualizer before your 
computer is restarted. 
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USB Port 


The USB port can be used to store still inages and video clips from the Visualizer in a computer. 
Connect the Visualizer to your computer with the supplied USB cable. The Visualizer software 





is available on the supplied CD-ROM. 


* Please pay attention to the following: 


1.Computer hardware requirement: 1.8 GHz Intel (R) Core Duo processor, 2GB RAM, 
Independent display card with 1GB of Video RAM, USB 2.0 port, Hard disk 40G or more, 
Monitor display resolution higher than XGA (1024x768, 6bit high color or above). 
2.Operating system: windows 7/Windows 8. 

3.Must use a high-speed USB 2.0 cable provided. 

4.When connecting the Visualizer to a desktop computer with the high-speed USB 2.0 cable 
provided, we recommend using the USB port located on the rear of the mainframe. The USB 
port on the front of the computer might have interference. 


© USB image/video capture 


You can capture images and videos on the Visualizer from a computer connected with a USB 
connector.You can also save the contents with image-snap and video-recording functions. The 
Software Manual in the CD-ROM will tell you how to do these. 





Note: Do not connect/disconnect the USB cable when the application is running, which 
will cause the program to be interrupted. 


© Controlling Visualizer by computer 


You can control the Visualizer from a computer connected with a USB port. 

A.Connect the computer and the Visualizer using a USB cable. 

B.Double click X:\ 232 Control\Control Panel (you can open this file from the CD and double click it, 
or copy this file to any directory on your computer's hard driver and double click to launch it). 


Note: You can also control the Visualizer from a computer connected with a RS232 port. 
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Controlling Projector by Visualizer 





The code writing software is used to inputting projector's control code, then can control various 
projector with the Visualizer. 

1.Connect the Visualizer to the projector with the RGB/HDMI cables. 

2.Connect the RS232 cable to the computer's RS232 port with the Visualizer's RS232 port. 

3.After completion of the connection, turn on the Visualizer, click [start] — [All Programs] — Visualizer 


- and the following dialog box appears as below: 


W The Connection to the port CONI ~ CONIGĜ is not found! 





When the indicator of "Current RS232 Connection Status" is green, that means the 
connection between the Visualizer and the computer's RS232 connector is ready. If the 
indicator is red, please check if the RS232 cable is connected correctly. When all the 
cables are connected correctly, please click "Projector" to select your projector model 
under the drop-down list, then click "Send". 
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If you can not find your particular projector model in the "Projector", please do the 
following: 


®© Select "Baud rate" and "parity" and input the projector control code. (The baud rate, 
parity and control code is supplied by projector's manufacturer, please refer to the 
projector manual). 


PROJECTOR SETUP! 
EPSON EPS-820\811 
? PWR ON’, Od, Oa 











P PWR OFF’, Od, Oa 

P SOURCE 11’, Od, Oa 
SOURCE 21’, Od, Oa 
P SOURCE 41’, Od, Oa 
P SOURCE 42’, Od, Oa 


BAUD RATE [9600 ~| PARITY [No Pariz] ADD | DELETE || sevecr | TEST 


























© The input format of projector's control code is as follows: 
a.lf the data is in the numerical value format, please input data directly, block them off 
with comma, do not distinguish lowercase and uppercase. 


For example: the "POWER ON" code in Hitachi projector manual is : 

Be. EF -03 -06 - 00 | BA -02 | 01-00 | 00-60 | 01-00 
In the POWRE ON box, Input:be,ef,03,06,00,ba,d2,01,00,00,60,01,00. Then use the 
same input rule to input other code. 

b.If the data is in the character string format, input 'character string’. 


For example: the "POWER ON" code in the SHARP C40/50 projector manual is: 


Pjolwjeaeļ-|-l-|1]= 


( "—" is space, <= is enter. ) 
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In the POWER ON box, input 'POWR 1',0d,0a 


Remarks: There are 3 spaces after POWER,Od,0a is enter. 


Input other codes in the same way. 
c.lf the data is in the numerical value and character format, then synthesize the 
above-mentioned formats. 


(3) Once done, click "Add" to add your projector model, then Click "Send". Afterward, 
click "Ok". Now, you can use the Visualizer to control your projector. 


4. Connect the Visualizer's projector port to the RS232 port of projector with a RS232 cable 
(Please disconnect the computer from the RS232 port first). Then use buttons on the 
operation panel to control the projector. 

The Visualizer provides a 6-pin to 9-pin RS232 cable. If this cable does not match to 

your projector's RS232 port, an additional RS232 cable is needed. This additional RS232 
cable can be made based on the pin location of the projector's RS232 control port. The 

pin locations of the Visualizer are: the pin 1 is RXD (Received Data); the pin 5 is TXD 
(Transmitted Data); the pin 4 is GND (Ground). Other pins are not defined. The pin location 
information of the projector is provided by the projector's manufacturer. The projector's 
RS232 control port normally has RXD pin, TXD pin and GND pin, the name may be 


different. The parallelism of each data pin is shown as follows: 














Visualizer's RXD pin-----------— Projector's TXD pin 
Visualizer's TXD pin---------—-—- Projector's RXD pin 
Visualizer's GND pin-—-—---—---—-——-— Projector's GND pin 





5. Ifyou can not use buttons on the operation panel to control the projector, please use Code- 
Writing software's projector control code testing function to check if the control code is 
correct. Click "Projector" button, the following dialog box appears as below: 


PROJECTOR SETUP! 
Name EPSON EPS-820\811 
PowerOu | PWR ON’ , Od, Oa 











PowerOff / PWR OFF’, Od, Oa 
Input] | SOURCE 11’, Od, 








Input2 [SOURCE 21’, 0d, 
f SOURCE 41’, 0d, 
P SOURCE 42’, Od, 











BAUD RATE [9600 =] PARITY [No Pariz] Abb | DELETE |[_sevecr | TEST 
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Connect the Visualizer to a computer with a RS232 cable (Please disconnect the projector 
from the RS232 port first) and select the Baud Rate and Parity based on the projector's 
Baud Rate, then click the "TEST" button to pop up the Projector Code Test dialog box, input 
the Baud Rate and Parity based on the projector's Baud rate, then click "Open". 


PROJECTOR SETUP! 
Name [Canon LV/35U 
PowerOn | C00’, Od, Oa 


Projector Code Test! 


TEED. 








Inputl 
Input2 





BAUD RATE |19200 ~| PARITY |No Pariz ADD DELETE SELECT TEST 


Click the projector control buttons on the Visualizer's operating panel to check if the control 
code that the program received is the same as the sending code. If the receiving code is 
same to the sending code, the input codes are correct. If the Visualizer can not control the 
projector, please do the following. 

1.Check to see if the source control codes of projector are correct. 

2.Check to make sure the connection between the Visualizer and the projector is correct. 
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Folding the Unit 


Fold the arm light down until the arm light is parallel to the camera stand. 





Rotate the camera head until the camera head is parallel to the camera stand, then down 
onto the control panel . 


Cautions:a.Do not lay the unit down flat. 
b.Do not try to stand it on its rear or sides. 
c.Do not try to pick up this unit by pulling the camera stand 
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Trouble Shooting 





Check the solutions below if you are having trouble using the Visualizer : 


Problem Possible causes Solutions 


The device does | The power adapter is not connected | Make sure the power adapter is 
not turn on in correctly to the device or the power connected correctly to the device and 
normal condition. į socket. power socket. 


The device is 
unable to capture 
images or record 
videos. 


The SD card is protected. Reset the SD card to be writable. 


The device is not connected to the Re-connect the device with the 
external equipment correctly. external equipment. 


The external equipment is not 


Select the correct external equipment. 
selected correctly. 


After the device is | The resolution of the external Reset the resolution of the external 
connected,there | equipment is set incorrectly. equipment. 


is no image 
ingu, E O ieedcaune Switch to the correct source of signals 
correct source of signals. l 
Th ter t fer k VGA) i ; 
ee Pr TANEISE KEYA GALIS Press the source of signal (CAM). 
activated. 


HDMI is activated. Press the source of signal (CAM). 


The image can The image can not be moved around | Press again the Freeze function key 
not be moved because the Freeze function of the on the control panel or the remote 
around. device is activated. control to de-activate the function. 


Please replace with 2 new AAA 
The battery runs out. j 
batteries. 


The remote ; 
Objects are located between the , 

control , Please remove the objects that block 
remote control and the device and 


does not o , the communication signals. 
block the communication signals. 
respond. 


The distance between the remote Please shorten the distance between 
control and the device is too far. the remote control and the device. 
, 1.The Vi li nnect multi- audi , 
Switch to HDMI eas acer ca 1.Set PC graphics card to be the 


i ts. . . 
IN1 signal without EP audio output equipment. 


i 2.The OS of PC connect to Visualizer i nea 
audio output is WIN7 or below. 2.Switch the playing file to next. 
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Specifications 


RAM: about 32 frames 





Image Save & Recall SD Card: Support up to 32G 


3 x 4 multiple screen display 


a 


HDMI (1.3 compliant) (2) 

VGA (DB15FLC) (1) 
Input Connectors AUDIO (Mini Jack) (1) 

MIC (Mini Jack) (1) 

MIC (Built-in) (1) 
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HDMI (1.3 compliant) (2) 


VGA (DB15FLC) (1) 
) 


Output Connectors 
VIDEO (RCA) (1 


AUDIO (Mini Jack) (1) 
Dimension (W x D x H) 


AC power cord 

RGB cable 

A-B USB Cable 

HDMI cable 

AC adapter 

Software CD 

Infrared remote control 
Audio/Video cable 
Quick Guide 
6Pins—9Pins RS232 cable 
Audio convert cable 
Wireless Tablet 


Accessories 





* Design and specifications are subject to change without prior notice. 
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